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Non-clinical testing has demonstrated that L.T.S. GmbH medical devices made of CP titanium or Ti6Al4V alloy
of the product groups plates and screws are MR conditional.

i | Tor nd Displ, nt:
Non-ctinical testing in a 1.5 T and 3 T MR system did not reveal any relevant torque or displacement of LT.S.
plates and screws at 3 maximum spatial gradient of 229 T/m.

Im :
In non-clinical testing the image artifacts extended up to 18.6mm from the implant with a gradient echo
sequence and a 3 T MR system.

Radio-f ind heating:
Non-clinical electromagnetic and thermal testing lead to a maximum temperature rise of < 20°C (1.5 T) and
< 1.3°C (3 T) after [5 minutes of continuous scanning. Whole body averaged specific absorption rate (SAR) of

2.4 Wkg.

The MRI safety information provided relies on non-clinical testing. The actual temperature rise in the
patient will depend on a variety of factors beyond the SAR and scan duration. The testing did not include
supplementary devices.

Further L.T.S. GmbH systems have not been tested for safety and compatibility in an MRI environment, nor
have they been tested for warming or migration in MRI environments. The use of MRI with steel implants is
prohibited by .T.5. GmbH, and in such cases the user must contact the manufacturer of the MRI scanner.

In the case of magnetic resonance imaging (MRI), it is generally recommended to check back with the
manufacturer of the MR scanner.
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